With the rapid economic growth in China, a large number of hydropower projects have been planned and constructed. The sediment deposition of the reservoirs is one of the most important disputes during the construction and operation, because there are many heavy sediment-laden rivers. The analysis and prediction of the runoff and sediment into a reservoir is of great significance for reservoir operation. With knowledge of the incoming runoff and sediment characteristics, the regulator can adjust the reservoir discharge to guarantee the water supply, and flush more sediment at appropriate times. In this study, the long-term characteristics of runoff and sediment, including trend, jump point, and change cycle, are analyzed using various statistical approaches, such as accumulated anomaly analysis, the Fisher ordered clustering method, and Maximum Entropy Spectral Analysis (MESA). Based on the characteristics, a prediction model is established using the Auto-Regressive Moving Average (ARIMA) method. The whole analysis and prediction system is applied to The Three Gorges Project (TGP), one of the biggest hydropower-complex projects in the world. Taking hydrologic series from 1955 to 2010 as the research objectives, the results show that both the runoff and the sediment are decreasing, and the reduction rate of sediment is much higher. Runoff and sediment into the TGP display cyclic variations over time, with a cycle of about a decade, but catastrophe points for runoff and sediment appear in 1991 and 2001, respectively. Prediction models are thus built based on monthly average hydrologic series from 2003 to 2010. ARIMA (1, 1, 1) × (1, 1, 1) 12 and ARIMA (0, 1, 1) × (0, 1, 1) 12 are selected for the runoff and sediment predictions, respectively, and the parameters of the models are also calibrated. The analysis of autocorrelation coefficients and partial autocorrelation coefficients of the residuals indicates that the models built in this study are feasible for representing and predicting the runoff and sediment inflow into the TGP with a high accuracy.
Introduction
Chinese rivers such as the Yellow river, Jingshajiang River and Jianlinjiang River have a huge amount sediment inflow. The rapid development of the economy has given rise to a sharp increase in the demand of energy, and thus the exploitation of hydropower. A great number of large-scale hydropower stations are either under construction or have already been put to use in the basins above. Some reservoir operational lessons can be learned from China; for instance, the Sanmenxia reservoir on the Yellow River has been badly troubled by sedimentation. Hence, the sedimentation problem of large-scale reservoirs is becoming one of the most disputed problems since that reservoir's design and demonstration. A great deal of attention has to be given to the sedimentation problem in the operation of reservoirs, especially Taking hydrologic series from 1955 to 2010 as research objectives, this paper uses statistical approaches to study the variation of runoff and sediment load into the TGP, including trends, catastrophe points and periodicity. The results illustrate that, although the runoff and the sediment into the TGP show volatility changes, both of them have an apparent reduction tendency with catastrophe points in the years 1991 and 2001, respectively. The actual reservoir sedimentation is not as severe or urgent as expected in the design stage. On the contrary, resulting from the sediment decrease, new equilibrium between scouring and deposition of the sediment could happen, which may lead to environmental problems downstream. The variations also present periodicities, with a cycle of a decade or so. Fuller preparation for the expected flood needs to be made when the peak of the period is coming, and this is also a good time to flush more sediment downstream. More detailed prediction models are also built in this study using the seasonal mixed Auto-Regressive Moving Average (ARMA) model based on monthly average hydrologic series from 2003 to 2010. ARIMA (1, 1, 1) × (1, 1, 1) 12 and ARIMA (0, 1, 1) × (0, 1, 1) 12 are selected for the runoff and sediment predictions, respectively. The models are proven to be rational and accurate for representing and predicting the runoff and sediment inflow into the TGP, which can serve for the actual operation of the reservoir.
Study Area

Source and Distribution of the Sediment into the TGP
The Yangtze River originates at the north foot of the Tanggula Mountains in Qinghai-Tibetan plateau. The upper reaches of the Yangtze River refer to the stream from the estuary to Yichang city, with a length of about 4540 km and a drainage area of 1 million km 2 , accounting for 55% of the entire basin. The mainstream in Qinghai province is called the Tongtianhe River. The river reach from Yushu city to Yibin city is called the Jinshajiang River and the reach downstream of Yibin is where the Yangtze River commences. There are many tributaries of the upper Yangtze River, such as the Yalongjiang River, the Daduhe River, the Hengjiang River, the Minjiang River, the Tuojiang River, the Chishuihe River, and so on, as shown in Figure 1 .
The sediment of the Yangtze River basin is mainly sourced from the upper reaches. The mean annual runoff at Yichang station is 431.5 × 10 9 m 3 , and the mean annual sediment is 4340 × 10 9 kg [16] . Water and sediment of the upper Yangtze River varies greatly by source, and presents prominent imbalances. The sediment transport modulus of the upper Yangtze River ranges from 100 to 4820 t/km 2 .a. According to the basin topography system theory [17] , the upper Yangtze River can be divided into three regions:
(a) Regions with clean water, mainly occupying the areas upstream of the Shigu hydrometric station on the Jinshajiang River. The mean annual runoff and sediment load in this region are 42.26 × 10 9 m 3 , and 26 × 10 9 kg respectively, with an annual sediment transport modulus of 121.4 t/km 2 .a; (b) Regions with plentiful coarse sediment, mainly from Shigu to the Pinshan hydrometric station. The sectional runoff and sediment are 43.95 × 10 9 m 3 and 184.3 × 10 9 kg, respectively. The median size of suspended particles of this region is between 0.014 mm to 0.018 mm, with an annual sediment transport modulus of 1577.7 t/km 2 .a; (c) Regions with plentiful fine sediment between Pinshan and the Yichang hydrometric station. The sectional runoff and sediment are 293 × 10 9 m 3 and 220 × 10 9 kg, respectively. The median size is between 0.008 mm to 0.011 mm, and the annual sediment modulus is 402.3 t/km 2 .a.
Areas with small sediment yield modulus are very broad; for example, the area with a modulus of less than 200 t/km 2 .a occupies 42.6% of the total area above the TGP. At the same time, 60.2% of the annual sediment load is yielded from a small area, occupying only 4.6% of the whole upper area, the sediment yield of which takes up 37.6% of the sediment into the TGP [18] . Those areas on which the average annual sediment yield modulus is greater than 2000 t/km 2 .a are called key sediment yield areas, mainly consisting of the Bailongjiang River basin and the Xihanshui River basin, the tributaries of the upper Jialingjiang River, and the lower reaches of the Jinshajiang River [19] . The key Water 2017, 9, 440 4 of 16 sediment yield areas are located in the transition zone from the western plateau to the eastern hills and mountains, with steep terrain, complex geological structures, rock fracture, developed fold, and soft lithology. The rainfall in these areas is concentrated, while the vegetation is sparse; in particular, neotectonic movement leads to frequent earthquakes, resulting in rich loose solid material and harmful geological phenomena such as collapses, landslides and mudslides. Although the intensity of rainfall in these areas does not appear too heavy in comparison with other areas of the upper Yangtze River, the slope erosion is amazingly high. The upper reaches of the Jialinjiang River and the lower reaches of the Jinshajiang River take up 128,000 km 2 , 12.7% of the TGP reservoir controlled area. The average runoff and sediment loads are 5.4 × 1011 m 3 and 2.18 × 1011 kg, respectively, making up 15.4% and 42.7% of the total values into the TGP. In other words, the percentage of runoff in the key sediment yield areas matches the proportion, while the sediment yield is 3 to 4 times that of the proportion.
prediction models are also built in this study using the seasonal mixed Auto-Regressive Moving Average (ARMA) model based on monthly average hydrologic series from 2003 to 2010. ARIMA (1, 1, 1) × (1, 1, 1)12 and ARIMA (0, 1, 1) × (0, 1, 1)12 are selected for the runoff and sediment predictions, respectively. The models are proven to be rational and accurate for representing and predicting the runoff and sediment inflow into the TGP, which can serve for the actual operation of the reservoir.
Study Area
Source and Distribution of the Sediment into the TGP
The Yangtze River originates at the north foot of the Tanggula Mountains in Qinghai-Tibetan plateau. The upper reaches of the Yangtze River refer to the stream from the estuary to Yichang city, with a length of about 4540 km and a drainage area of 1 million km 2 , accounting for 55% of the entire basin. The mainstream in Qinghai province is called the Tongtianhe River. The river reach from Yushu city to Yibin city is called the Jinshajiang River and the reach downstream of Yibin is where the Yangtze River commences. There are many tributaries of the upper Yangtze River, such as the Yalongjiang River, the Daduhe River, the Hengjiang River, the Minjiang River, the Tuojiang River, the Chishuihe River, and so on, as shown in Figure 1 . 
Sediment and Runoff into the Three Gorges Project
The TGP began to store water for the first time in June 2003, when the water level reached a height of 135 meters. In May of the year 2006, the Three Gorges Dam was completed, and in September, the second impoundment of the TGP reached 156 m in height. Since then, the TGP has entered the initial operation period, and has begun to exert effects on flood control, power generation, and navigation. In September of 2008, the TGP began its pilot impoundment, and in August of 2009, the TGP passed an acceptance check of the impoundment of a normal water level at 175 m.
In the demonstration and preliminary design stage, historical hydrological data at Cuntan and Wulong station from 1961 to 1970 were used as the incoming runoff and sediment for the TGP, with a mean annual runoff and sediment of 420 × 10 9 m 3 and 509 × 10 9 kg, respectively. The Cuntan station lies on the mainstream of the Yangtze River, about 7.5 km away from the confluence of the Jialingjiang River and the Yangtze River, 597 km away from the Three Gorges Dam. The catchment area of the Cuntan station is 8.67 × 10 5 km 2 . The Wulong station is on the Wujiang River, which is 71 km away from the estuary with the catchment area of 8.30 × 10 4 km 2 . The sum of the data at Cuntan station and Wulong station is regarded as the incoming runoff and sediment into the TGP. After 28 September 2008, the terminal of the backwater of the TGP stretched upstream, and the runoff and sediment characteristics of Cuntan station were obviously affected by the impoundment. Hence, Zhutuo station on the mainstream of the Yangtze River, which is 757 km away from the Three Gorges Dam, Beibei station on the Jialingjiang River, which is 53 km way from the estuary, and the Wulong station are taken as the control stations for the incoming runoff and sediment into the TGP. According to the computational rules above, the statistical annual runoff and sediment into the TGP during the year 1955 to 2010 is shown in Figure 2 .
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Analysis on Runoff and Sediment Characteristics
The upper reaches of the Yangtze River have a large drainage area with complicated runoff and sediment yield conditions. The runoff process performs cyclical variations with a rising or declining trend, as well as abrupt points resulting from climate change and human activities, such as impounding reservoirs and water usage. For the sediment, because of the complex geological and geomorphological conditions of the upper Yangtze River, as well as the large scale of the area, yield and transport are complicated. Hence, this study only relies on the statistics of the long sequence of historical data, without cause analysis, including trend analysis, abrupt changes analysis, and cyclical analysis.
Trend Analysis
The trend analysis methods adopted in this study are accumulated anomaly analysis and the Mann-Kendall rank correlation test. Accumulated anomaly analysis [20] is first used to estimate the general trend of runoff and sediment into the TGP, and then the Mann-Kendall rank correlation test is applied to verify the specific tendency. Accumulated anomaly analysis is a frequently-used approach for judging variation trends, and it can also be used to divide the phases of the variation. For a time sequence x i , the accumulated anomaly at moment t is:
where
With the values of S t at N moments, the accumulated anomaly curve can be drawn to analyze the tendency. Among various trend analysis methods, the Mann-Kendall rank correlation test is the most popular, due to its lower requirements on data volume, and the smaller impact on results when data deviate from normality. The ultimate principle of the Mann-Kendall rank correlation test is that: for time series x 1 , x 2 , . . . , x N , their dual price P is firstly obtained; i.e., for all (x i , x j , i < j), the numbers of x i < x j is P. If (x i < x j , i f i < j) holds for all the values in this time series, then there is an uptrend, and
, there is a downtrend and P = 0. Therefore, for a sequence without any trend, E(P) = N(N − 1)/4. If P < E(P), a downtrend might exist, and if P > E(P) there might be an uptrend. The statistic of U is adopted in this test:
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By statistical analysis of the runoff of the years 1955 to 2010 into the TGP, the maximum and minimum values are 603.9 × 10 9 m 3 and 276.7 × 10 9 m 3 , respectively, and the ratio is thus 2.18. These values of the sediment load are 477.4 × 10 9 kg and 112.4 × 10 9 kg, and the ratio between them is 4.25. These results illustrate that there is substantial year-to-year variability in the runoff and sediment, while the variation for sediment is greater than that for runoff. The accumulated anomaly curves of the runoff and sediment into the TGP are shown in Figure 4 . 2.576 U α = ; thus, the decreasing trend passes the significant test at 0.01 level.
Abrupt Change Analysis
Abrupt change refers to a change at a certain moment in a time series, with a steep increase or steep drop in the values before and after the jump points. The accumulated anomaly analysis above can be used for observing jump points. Additionally, Fisher's ordered clustering method is adopted for abrupt change analysis in this study.
Fisher's ordered clustering method divides an N-sample sequence {xi} into k classes, and searches for an optimal clustering scheme to minimize the sum of the dispersion [22] . There are two features of this method: one is that these N samples are ordered, and the other characteristic is that the continuity of the sample order should be maintained during the clustering without any jump. When splitting the sample sequence, the data within a certain class are supposed to be close. Variance of the class is used to represent the deviation of the data in this segment. The optimal clustering criterion is to achieve minimum variance within a class, and maximum variance among different classes. Figure 5 shows the segment result by Fisher's ordered clustering method of 55 runoff and sediment sequence over the year 1955 to 2010, which implies the years 1991 and 2001 should be the optimal jump points for runoff and sediment clustering, respectively. The classification result by According to the results of the Mann-Kendall rank correlation test with N = 55 and confidence level α = 0.05, the annual runoff statistic of runoff U = −4.573, the absolute value of which is larger than U α/2 = 2.576, presenting a prominent reduce trend. Meanwhile, for sediment at the Cuntan station U = −2.933, the absolute value of which is also larger than U α/2 = 2.576; thus, the decreasing trend passes the significant test at 0.01 level.
Fisher's ordered clustering method divides an N-sample sequence {x i } into k classes, and searches for an optimal clustering scheme to minimize the sum of the dispersion [22] . There are two features of this method: one is that these N samples are ordered, and the other characteristic is that the continuity of the sample order should be maintained during the clustering without any jump. When splitting the sample sequence, the data within a certain class are supposed to be close. Variance of the class is used to represent the deviation of the data in this segment. The optimal clustering criterion is to achieve minimum variance within a class, and maximum variance among different classes. From Table 1 , a distinct jump in the runoff into the TGP after the year 1991 can be quantized, the degree of which is −83.02 × 10 9 m 3 , −36.81% of the average value of the entire data. The corresponding sediment reduction is 36.81%, with a value of 110.14 × 10 9 kg.
Such an obvious drop in the incoming runoff and sediment in recent years not only relates to global climate change, but also has a strong relationship with the massive construction of reservoirs upstream. As a result, the reservoir sedimentation problem of the TGR is not as severe as expected when designing and planning. However, the release of clean water may lead to other ecological and environmental issues downstream. For example, various nutrients adhering to sediment particles are From Table 1 , a distinct jump in the runoff into the TGP after the year 1991 can be quantized, the degree of which is −83.02 × 10 9 m 3 , −36.81% of the average value of the entire data. The corresponding sediment reduction is 36.81%, with a value of 110.14 × 10 9 kg.
Such an obvious drop in the incoming runoff and sediment in recent years not only relates to global climate change, but also has a strong relationship with the massive construction of reservoirs upstream. As a result, the reservoir sedimentation problem of the TGR is not as severe as expected when designing and planning. However, the release of clean water may lead to other ecological and environmental issues downstream. For example, various nutrients adhering to sediment particles are essential to aquatic organisms downstream, which will decrease with the drop in sediment. The relationship between the mainstream of the Yangtze River and the lakes along the river may also change when the river bed downstream is lowered by clean water scouring, so that less water can re-enter the lake, resulting in the lake shrinking.
Cyclical Analysis
Maximum Entropy Spectral Analysis (MESA), which is a parametric modern spectrum analysis method, was introduced by [23] . MESA is based on choosing the spectrum that corresponds to the most random or the most unpredictable time series whose autocorrelation function agrees with the known values. Spectral analysis methods the regard time sequence as a superposition of various regular waves with different frequencies. The main cycle can be determined by comparing the variance of different waves. The maximum entropy spectrum analysis adopts an extrapolation principle as follows: the unknown values have the greatest uncertainty.
The entropy of a stationary sequence is defined as:
where g(λ) is the spectrum density of the sequence, g(λ) > 0(−1/2 ≤ λ ≤ 1/2). To maximize entropy H, the entropy spectrum has to be in the form as follows, proved by auto-regression model and Lagrangian multiplier:
where f is the frequency, f = 1/T, and T is the cycle. Plot the I f of waves with different frequency, if there is a peak in the plot, the corresponding cycle is the prominent cycle. MESA is suitable for a process with unknown basic distribution. The disadvantages of classical spectral analysis, such as subjective assumption of missing data, are overcome by MESA. Especially for short sequences, the major cycle obtained by MESA is of high accuracy. Figure 6 shows the maximum spectral density estimates results of runoff and sediment into the TGP. The order of the spectrum analysis is set to 50, since the sequence data used in this study is only 55 years. Both the runoff and sediment present a periodical change about every 10 years. The most noticeable cycles for runoff and sediment are 11.4 years and 8.6 years, respectively. These cyclic analysis results are helpful for flood forecasting. On one hand, the flood control can be better prepared by using the reservoirs upstream; on the other hand, the cycle rule can be utilized to flush more sediment downstream when a flood is expected. 55 years. Both the runoff and sediment present a periodical change about every 10 years. The most noticeable cycles for runoff and sediment are 11.4 years and 8.6 years, respectively. These cyclic analysis results are helpful for flood forecasting. On one hand, the flood control can be better prepared by using the reservoirs upstream; on the other hand, the cycle rule can be utilized to flush more sediment downstream when a flood is expected. 
Prediction Model
Previous analysis shows that both runoff and sediment inflow into the TGP have undergone tendency changes over recent 10 years due to dramatic changes in the environment. Additionally, runoff and sediment are influenced greatly by the seasons. In order to improve prediction accuracy, the historical monthly average data after the TGP was put into operation in January 2003 are adopted to build the forecast model of the runoff and sediment inflow. 
Previous analysis shows that both runoff and sediment inflow into the TGP have undergone tendency changes over recent 10 years due to dramatic changes in the environment. Additionally, runoff and sediment are influenced greatly by the seasons. In order to improve prediction accuracy, the historical monthly average data after the TGP was put into operation in January 2003 are adopted to build the forecast model of the runoff and sediment inflow.
Stationary Processing of the Original Data
In this study, the monthly average runoff and sediment inflow into the TGP from the years 2003 to 2010 are taken as a univariate time series with seasonal variation, and the mixed seasonal and non-seasonal ARIMA model (p, d, q) × (P, D, Q) s is used to build the prediction model.
The fundamental assumption for applying the ARIMA model is that the data is stationary, i.e., the sequence has no tendency, nor periodicity. However, both the runoff and sediment load fluctuate with an obvious annual periodicity, with large differences from year to year. It is preliminarily determined that the sequences of runoff and sediment are non-stationary series. To further determine the stationarity, the autocorrelation figures (ACF) and partial autocorrelation figures (Partial ACF) of runoff and sediment are presented in Figure 7 .
Stationary sequences typically have short-term correlation, so the coefficient of autocorrelation quickly decays to zero with the increase of the lag number. Conversely, the autocorrelation coefficient of non-stationary sequence decays to zero relatively slowly. As can be seen from Figure 7 , the decay speed of ACF is slow, and a lot of the autocorrelation coefficients and partial correlation coefficients fall outside 2 standard deviations. In addition, the autocorrelation figures present a significant sine (cosine) wave, which is a typical feature of a periodic variation of non-stationary sequences. The characteristics of the ACF and Partial ACF figures above imply that the sequences of runoff and sediment have correlations, rather than pure randomness. A stationary processing for the data is required.
Theoretically, the determinate information in a non-stationary sequence can be extracted by differential processing. But such processing causes missing data and lost information. To avoid excessive differentials in practice, differential processing begins at a low order to get the appropriate differential order for smoothing the data. Since the runoff and sediment sequences show notable inter-annual variability, first order differential processing with a step of 12 [24] is carried for the monthly average data. The residual process is shown in Figure 8 , which does not appear stationary. To provide the judging criteria, stationary tests-namely ADF unit root tests-are taken. For the ADF test, the returned values are t-Statistics of Augmented Dickey-Fuller test statistics and Test critical values. If the statistical value is smaller than the critical value, it means that at such levels of significance, the null hypothesis of the original sequence having a unit root is refused, and the original series is stationary. The ADF test result for the residuals of runoff and sediment is presented in Table 2 .
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Theoretically, the determinate information in a non-stationary sequence can be extracted by differential processing. But such processing causes missing data and lost information. To avoid excessive differentials in practice, differential processing begins at a low order to get the appropriate differential order for smoothing the data. Since the runoff and sediment sequences show notable inter-annual variability, first order differential processing with a step of 12 [24] is carried for the monthly average data. The residual process is shown in Figure 8 , which does not appear stationary.
To provide the judging criteria, stationary tests-namely ADF unit root tests-are taken. For the ADF test, the returned values are t-Statistics of Augmented Dickey-Fuller test statistics and Test critical values. If the statistical value is smaller than the critical value, it means that at such levels of significance, the null hypothesis of the original sequence having a unit root is refused, and the original series is stationary. The ADF test result for the residuals of runoff and sediment is presented in Table 2 . For the runoff sequence in Table 2 , Augmented Dickey-Fuller test statistic = −0.304642 (p = 0.5731), which is larger than the critical values at 1%, 5%, and 10% level. Hence, the null hypothesis that the original sequence has a unit root is accepted, i.e., after removing the seasonal effect, the runoff sequence is not stationary. In the same way, the residuals of sediment sequence without seasonal effect are also not stationary under all the three significant levels. To eliminate the tendency of the data, another first order differential is taken, and the ADF test result is shown in Table 3 , which illustrates that both the runoff and the sediment sequences become stationary after removing the seasonal effect and the tendency. 
ARIMA Model
Box and Jenkins [25] proposed a set of methods for analysis, predictions and control of time series, called the Box-Jenkins modeling method. The auto-regressive moving average (ARMA) model is one of the important basic models. Rainfall and sediment yield are usually affected by multiple factors, which are so complex that the traditional regression analysis methods can hardly describe them precisely. The ARMA model uses time elements to take the place of all the other factors with a high degree of accuracy. In addition, ARMA can be used to model sequences with seasonal effects. The time series of rainfall and sediment yield have an apparent seasonal effect, accompanied by long-term trends and random fluctuations. To express the complex relationships among these three factors, the ARMA model with seasonal effect is associated with a short-term correlation model. The ARIMA model is actually a combination of the difference operator and the ARMA model. The mixed effect of the seasonal ARIMA and non-seasonal ARIMA manifests itself in the form of formula (5) .
where B is the backward shift operator: B m x t = x t−m , m is the time span; ∇ d is the backward difference operator: 
While for the ARIMA (p, 1, q) × (P, 1, Q) s model, Bayesian information criteria are adopted to determine the order p and q [26] . In this study, the ARIMA (p, 1, q) × (P, 1, Q) s model is tested from low order to find the model with the minimum BIC, which stands for the best goodness-of-fit. Prediction with the determinate model is compared with historical data. The BIC information was minimized in the models ARIMA (1, 1, 1) × (1, 1, 1) 12 and ARIMA (0, 1, 1) × (0, 1, 1) 12 . The comparison of these two models applied to runoff and sediment sequence analysis is shown in Table 4 , which implies that the seasonal model ARIMA (1, 1, 1) × (1, 1, 1) 12 is the optimal model to present the runoff sequence, while for the sediment sequence, the seasonal model ARIMA (1, 1, 1) ×  (1, 1, 1) 12 is more appropriate with higher accuracy. 1, 1, 1) × (1, 1, 1 Thus, model ARIMA (1, 1, 1) × (1, 1, 1) 12 and ARIMA (0, 1, 1) × (0, 1, 1) 12 are selected to represent the runoff and sediment sequence into the TGP, respectively, the parameters of which are shown in Table 5 . 
Predictions
The models ARIMA (1, 1, 1) × (1, 1, 1) 12 and ARIMA (0, 1, 1) × (0, 1, 1) 12 , with parameters as shown in Table 5 , are used to predict the runoff and sediment into the TGP, respectively. The results are compared with the historical data, as shown in Figure 9 . 
The models ARIMA (1, 1, 1) × (1, 1, 1)12 and ARIMA (0, 1, 1) × (0, 1, 1)12 , with parameters as shown in Table 5 , are used to predict the runoff and sediment into the TGP, respectively. The results are compared with the historical data, as shown in Figure 9 .
(a) (b) All the autocorrelation coefficients and partial autocorrelation coefficients are within the confidence limits, and the residuals are distributed randomly. Hence, the models above are rational for representing and predicting the runoff and sediment inflow into the TGP with a high level of accuracy. All the autocorrelation coefficients and partial autocorrelation coefficients are within the confidence limits, and the residuals are distributed randomly. Hence, the models above are rational for representing and predicting the runoff and sediment inflow into the TGP with a high level of accuracy. 
Conclusions
The upper reaches of the Yangtze River play a significant role for the development of downstream areas. As the largest hydropower structure in the world, the Three Gorges Project has aroused public concern since its demonstration. Plenty of previous research focuses on the sediment problems of the reservoir. However, with economic development, the environment has changed a 
The upper reaches of the Yangtze River play a significant role for the development of downstream areas. As the largest hydropower structure in the world, the Three Gorges Project has aroused public concern since its demonstration. Plenty of previous research focuses on the sediment problems of the reservoir. However, with economic development, the environment has changed a lot, especially in recent decades. This paper takes the hydrological series from the years 1955 to 2010 to analyze the runoff and sediment characteristics into the TGP, and provides results of the variation tendency, the abrupt changes, and the periodicity of the fluctuation. The results indicate that there is a decreasing tendency for both runoff and sediment into the TGP, and jump points of the changes of runoff and sediment appear in the years 1991 and 2001, respectively. Although such a drop in incoming sediment is conducive to reservoir sedimentation, it may lead to new ecological and environmental problems downstream, as the sediment released from the reservoir decreases greatly. The cycles of the fluctuation are also presented, which are around 10 years. Using the monthly average data from 2003 to 2010, ARIMA models are built to predict the runoff and sediment into the TGP. Seasonal mixed model ARIMA (1, 1, 1) × (1, 1, 1) 12 and ARIMA (0, 1, 1) × (0, 1, 1) 12 are finally selected to represent the runoff and sediment sequence into the TGP, and the parameters are also calibrated. Autocorrelation and partial autocorrelation analysis illustrates that the models can be used to represent the runoff and sediment into the TGP with a high level of accuracy. The accurate forecast of incoming runoff and sediment not only helps for the flood control, but can also be made use of for flushing more sediment downstream when the flood comes, so as to alleviate the ecological and environmental problems resulting from the sediment reduction.
